Multi Spiral Hose

Hydraulic
EN 856 4SH
Application : Petroleum base
# @ @ @ ﬁ hydraulic fluids and lubricating oils.
- Mees | M Working Minimum Approx. Inr!er Tube : Synthetlclrubber.
Number Hosel.D |R.O.D| O.D Pressure |Bend Radius| Weight Reinforcement : Four spiral steel
inch | mm mm | mm | psi MPa | inch | mm | Ibs/ft | kg/m| WIe
731MSHA-12 34 | 190| 284 | 320 | 6000 | 420 | 11.0 | 280 | 106 | 158 | COver:Synthetiorubber
731MSHA-16 1 | 254 352 | 390 | 5500 | 380 | 135 | 340 | 1.36 | 203 | Temp. Range: 40°F to+212°F
731MSHA-20 1-1/4 31.8 41.9 453 4700 325 18.0 460 1.81 2.70 5_ | OT ¢ )
731MSHA-24 1-1/2 | 381 | 488 | 533 | 4200 | 29.0 | 220 | 560 | 221 | 3.29 S";g‘c‘if?: 4 00,000 cveles
731PMMSHA-32PM* 2 50.8 63.2 68.0 3600 25.0 27.0 700 3.09 | 4.60 Tested upto - 8’00!000 czcles:
* Under validation with Parker fittings / specification * Impulse test conducted with Parker Fittings.
Hydraulic
EN 856 R12
Application : Petroleum base
hydraulic fluids, and lubricating
# ® ©l O P
Part Hose | Hose | Working Minimum Approx. Inner Tube : Synthetic rubber.
Number Hose I.D R.O.D| O.D Pressure | Bend Radius| ~Weight Reinforcement : Four spiral steel
inch mm mm mm psi MPa inch mm | Ibs/ft | kg/m wire. ’
721MSHA-6 3/8 9.5 17.2 20.0 | 4000 28.0 2.5 65 0.47 | 0.70 Cover : Synthetic rubber.
721MSHA-8 12 | 127 | 20.7 | 240 | 4000 | 28.0 | 35 | 90 | 056 | 0.84 | 1emp. Range: -40°F to +257°F
721MSHA-10 5/8 15.9 | 24.6 | 272 | 4000 | 28.0 | 4.0 100 | 0.70 | 1.04 (-40°C to +125°C)
721MSHA-12 3/4 19.0 27.7 31.0 | 4000 28.0 4.7 120 0.94 | 1.40 Impulse Test :
721MSHA-16 1 25.4 34.9 38.0 | 4000 28.0 6.0 150 1.28 | 1.90 Specified - 5,00,000 cycles.
721MSHA-20 1-1/4 | 31.8 | 43.9 | 46.2 | 3000 [ 21.0 8.2 210 | 1.68 | 2.50 Tested upto - 10,00,000 cycles.
721MSHA-24 1-1/2 | 38.1 50.4 53.3 | 2500 17.5 10.0 250 1.93 | 2.87
721PMMSHA-32PM* 2 50.8 63.6 65.9 | 2500 17.5 25.0 635 2.76 | 4.10
* Under validation with Parker fittings / specification * Impulse test conducted with Parker Fittings.

Hydraulic
EN 856 R13
% Application : Petroleum base
# @ @ @ 7 (r;i);:raullc fluids and lubricating
Part Hose | Hose Working Minimum Approx. ' ] )
Number Hosel.D | R.O.D| O.D Pressure |Bend Radius| Weight In"_er Tube : Syn_thet'c rubbe.r.
inch | mm mm | mm | psi MPa | inch | mm | Ibs/ft | kg/m| Reinforcement : Four or Six
spiral steel wire.
781MSHA-12 3/4 19.0 29.0 31.9 5000 35.0 9.5 240 1.04 | 1.55 Cover : Synthetic rubber .
781MSHA-16 1 254 35.6 38.5 5000 35.0 12.0 300 1.40 | 2.08 Temp. Range: -40°F to +257°F
781MSHA-20 1-1/4 | 31.8 | 468 | 50.0 | 5000 | 350 | 165 | 420 | 259 | 3.85 (_400%' o +1%51,C)
781MSHA-24 1-1/2 | 3841 54.3 57.6 5000 35.0 20.0 500 3.23 | 4.81 Impulse Test :
781PMMSHA-32PM* 2 50.8 68.1 70.9 5000 35.0 25.0 630 4.48 | 6.67 Specified - '51001000 cycles.
* Under validation with Parker fittings / specification * Impulse test conducted with Parker Fittings. Tested upto -10,00,000 cycles.



